Technical Bulletin 23cm 65el loop Yagi details

Subject: 23cm 65el loop Yagi details
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To : TECHQWW
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65 el loop yagi dimensions

Element Length Cumulative Element
mm spacing
Reflectorl 140x115 mesh O d31l
Reflector2 254 79 d32
Driven 232 103 d33
dl 215 131 d34
d2 215 152 d35
d3 215 198 d36
d4 215 243 d37
ds 215 275 d38
deé 215 333 d39
a7 215 424 d4o0
ds 215 514 d4l
d9o 215 605 d4?2
dlo 215 695 d43
dll 215 785 d44
dl2 215 876 d4s
dl3 208 966 d4e
dl4 208 1057 d47
dls 208 1147 d48
dle 208 1238 d49
d1l7 208 1328 ds0
dls 208 1418 d51
dlo 208 1509 d52
d20 208 1599 d53
dz1l 200 1690 d54
dz2 200 1780 d55
dz3 200 1871 d56
dz4 200 1961 d57
dz5 200 2051 ds8
dze 200 2142 d59
dz7 200 2232 de0
dz8 200 2323 del
dz9 200 2413 de2
d30 200 2503 deé3
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Length specifies the distance between holes prior to bending the elements into
loops. The driven element is split at the top
fed with coax which passes through the boom via a hole a few millimetres behind

the driven element.

Boom diameter = 12.7mm

Driven Element = 4.76mm x 0.71lmm copper strip.

All other elements 4.76mm x 0.71lmm aluminium strip.
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Why don't U send out an interesting bul?
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